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Border - Decorative

Bordes - Decoracion

Images may include options. Las imdgenes pueden incluir opciones.

4600

Decorative Border Machine

¢ Electronic DC Motors
e Easy changeable cam control
¢ Variable adjustable pattern

length and width
e Stand alone or attached to
Model 1961 Auto Serger (optional)
18" wide material capacity
Electronic Thread Break Detector
Material Out Sensors
Head slides out for easy access
Heavy duty multi-needle sewing head
6 needles, 4" to 2" gauge options

Optional:
Shown with optional Automatic Border Serger, Model 1961
Mostrado con la Unidad de Sobrehilado de Bandas Automatica, Modelo 1961

Maquina para bordes decorativos

Mddulo de acolchado de bandas

Disco de control de facil intercambio

Patron variable ajuste en ancho y largo

Conexion separada o conectada a

sobrehiladora modelo 1961 (opcionales)

Capacidad de ancho de material 18"

Detector electrdnico de hilos

Sensores de fin de material

Cabezales pivotan hacia fuera para facilitar

el acceso

e (Cabezal de costura multi aguja de
trabajo pesado

® 6 agujas, opciones de calibre de 74" a 12"



Technical Information

OPTIONS
e Tape Attachment
e 1961 - Border/Serger
e Additional Cams Available.
Ask your sales representative for details

P e

6 needle - Saw Tooth 4 needle - Saw Tooth

6 needle - Sine Curve

~ 4 needle - Sine Curve 2 needle - Sine Curve

4 needle - Double Saw Tooth

Informacion Técnica

OPCIONES

e Folder/Guia de cinta

e 1961 - Sobrehilado de bordes

e Patrones adicionales disponibles.
Pregunte a su representante de ventas
para mas detalles

Model 4600

Am

6 needle - Trapezoid

A

4 needle - Trapezoid

2 needle - Double Sine Curve

3 needle - Double Sine Curve |§ 2 needle - Double Sine Curve

SPECIFICATIONS / ESPECIFICACIONES

Max sewing speed (rpm) / Max velocidad de costura (rpm)

3500

Factory pre-set speed (rpm) / Velocidad de fabrica (rom)

2500

Max stitch length (spi) / Max longitud de puntada (spi)

8

Max stitch width (in) / Max ancho de puntada (in)

2.75

Needle system / Sistema de aguja

113GS

Needle size / Tamario de aguja

L
"

18

Sewing area (inch) / Area de costura (inch)

Voltage (v/ph/hz) / Voltaje (v/ph/hz)

18 F 44
220V 1PH 60”

Current (amps) / Amperaje (amperios)

10A

Motor type / Tipo de motor

Footprint

Electronic DC Vista Superior

Air pressure (psi) / Presion de aire (psi)

70

Shipping Weight (Ibs) / Peso de embarque (Ibs)

800

Shipping Dimensions (w/I/h, Inch) / Dimensiones de embarque (w/I/h, pulgadas)

48 x 60 x 60

PRODUCTION / PRODUCCION
Varies depending on pattern sewn / Varia dependiendo del patrén a coser
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